LIBERATOR ROCKET HEATERS MODEL # RMH - 2.0
E A MODELE # RMH - 2.0
GUARDIAN POELE A BOIS LIBERATOR DATE OF MANUFAGTURE/
EPA CERTIFIED DATE DE FABRICATION:

GUARDIAN FIRE TESTING CERTIFIE EPA
LABORATORIES INC WWW.ROCKETMASSHEATER.COM

WWW.FIRETESTING.COM |y 1482, ULC-S627, ASTM-E-1509
MADE IN USA
FABRIQUE AUX ETATS-UNIS

UNLESS USING WOOD FUEL PELLETS, DO NOT USE GRATE OR ELEVATE FIRE. BUILD
WOOD FIRE DIRECTLY ON HEARTH. PREVENT HOUSE FIRES. INSTALL AND USE ONLY IN
ACCORDANCE WITH THE MANUFACTURERS INSTALLATION AND OPERATING INSTRUC-
TIONS. CONTACT LOCAL BUILDING AND/OR FIRE OFFICIALS ABOUT RESTRICTIONS AND
INSTALLATION INSPECTION IN YOUR AREA. INSPECT CHIMNEY CONNECTORS AND CHIM-
NEY AT LEAST ONCE EVERY TWO MONTHS AND CLEAN WHEN NECESSARY. UNDER CER-
TAIN CONDITIONS OF USE CREOSOTE BUILDUP MAY OCCUR RAPIDLY. DO NOT CONNECT
THE UNIT TO A CHIMNEY FLUE SERVING ANOTHER APPLIANCE. FLOOR PROTECTOR MA-
TERIAL: ANRTL LISTED OR A NON-COMBUSTIBLE MATERIAL WITH A MINIMUM INSULATIVE
VALUE OF R-VALUE OF 2.0. DO NOT OVERFIRE - IF HEATER OR CHIMNEY CONNECTOR
GLOWS, YOU ARE OVERFIRING. MOBILE HOME APPROVED.

INSTALLATION IN RESIDENTIAL TYPE HOME
USE 6” INCH DIAMETER SINGLE WALL 24 GAUGE MINIMUM BLACK OR BLUED STEEL CHIM-
NEY CONNECTOR PIPE WITH NRTL LISTED 6" INCH CLASS AHT-103 CHIMNEY SYSTEM OR
MASONRY RESIDENTIAL TYPE CHIMNEY. SPECIAL METHODS ARE REQUIRED WHEN
PASSING THROUGH A WALL OR CEILING. SEE INSTRUCTIONS AND LOCAL BUILDING
CODES. INSTALL AND USE ONLY IN ACCORDANCE WITH THE OWNERS MANUAL.

U.S. ENVIRONMENTAL PROTECTION AGENCY

CERTIFIED TO COMPLY WITH 2020 PARTICULATE EMISSIONS STANDARDS.

CERTIFIED TEST EMISSIONS VALUE: 0.4 G/HR. TESTED USING PELLET FUEL TO ASTM
E2779 WITH LIBERATOR RMH2 ATM FOR SINGLE BURN RATE PELLET HEATERS DATE
9/9/21 EPA OAQPS
THIS WOOD HEATER NEEDS PERIODIC INSPECTION AND REPAIR FOR PROPER OPERA-
TION. CONSULT THE OWNER'’S MANUAL FOR FURTHER INFORMATION. IT IS AGAINST
FEDERAL REGULATIONS TO OPERATE THIS WOOD HEATER IN A MANNER INCONSIS-
TENT WITH THE OPERATING INSTRUCTIONS IN THE OWNERS MANUAL.

A MOINS D'UTILISER DES GRANULES DE BOIS, N'UTILISEZ PAS DE GRILLE ET NE
FAITES PAS DE FEU SURELEVE. CONSTRUISEZ UN FEU DE BOIS DIRECTEMENT SUR LE
FOYER. PREVENEZ LES INCENDIES DE MAISON. INSTALLEZ ET UTILISEZ UNIQUEMENT
CONFORMEMENT AUX INSTRUCTIONS D'INSTALLATION ET D'UTILISATION DU FABRICANT.
COMMUNIQUEZ AVEC LES RESPONSABLES LOCAUX DES BATIMENTS ET/OU DES INCEN-
DIES AU SUJET DES RESTRICTIONS ET DE L'INSPECTION DES INSTALLATIONS DANS
VOTRE REGION. INSPECTEZ LES CONNECTEURS DE CHEMINEE ET LA CHEMINEE AU
MOINS UNE FOIS TOUS LES DEUX MOIS ET NETTOYEZ S| NECESSAIRE. DANS CERTAINES
CONDITIONS D’UTILISATION, L'ACCUMULATION DE CREOSOTE PEUT SE PRODUIRE RAP-
IDEMENT. NE CONNECTEZ PAS L'APPAREIL A UN CONDUIT DE CHEMINEE DESSERVANT
UNAUTRE APPAREIL. MATERIAU PROTECTEUR DE SOL: UN MATERIAU REPERTORIE NRTL
OU UN MATERIAU INCOMBUSTIBLE AVEC UNE VALEUR ISOLANTE MINIMALE DE R-VALUE
DE 2,0. NE TIREZ PAS TROP - S| LE RADIATEUR OU LE CONNECTEUR DE CHEMINEE
BRILLE, VOUS ETES EN SURCHAUFFE.APPROUVE POUR LES MAISONS MOBILES.

INSTALLATION DANS UNE MAISON DE TYPE RESIDENTIEL
UTILISEZ UN TUYAU DE RACCORDEMENT DE CHEMINEE EN ACIER NOIR OU BLEU DE 6
POUCES DE DIAMETRE MINIMUM DE CALIBRE 24 AVEC UN SYSTEME DE CHEMINEE
HT-103 DE CLASSE A DE 6 POUCES REPERTORIE NRTL OU UNE CHEMINEE DE TYPE RESI-
DENTIEL EN MACONNERIE. DES METHODES SPECIALES SONT NECESSAIRES LORS DU
PASSAGE A TRAVERS UN MUR OU UN PLAFOND. VOIR LES INSTRUCTIONS ET LES CODES
DU BATIMENT.
AGENCE AMERICAINE DE PROTECTION DE L'ENVIRONNEMENT
CERTIFIE CONFORME AUX NORMES D'EMISSION DE PARTICULES 2020.

VALEUR D'EMISSION D'ESSAI CERTIFIEE : 0,4 g/h. TESTE EN UTILISANT DU COMBUS-
TIBLE A GRANULES SELON ASTM E2779 AVEC LIBERATOR RMH2 ATM POUR LES
CHAUFFAGES A GRANULES A UN SEUL TAUX DE COMBUSTION DATE 9/9/21 EPA OAQPS

CE POELE A BOIS A BESOIN D'UNE INSPECTION ET D'UNE REPARATION PERIQDIQUES
POUR UN FONCTIONNEMENT CORRECT. CONSULTEZ LE MANUEL DU PROPRIETAIRE
POUR PLUS D'INFQRMATIONS. IL EST CONTRE LES REGLEMENTS FEDERAUX
D'UTILISER CE POELE A BOIS D'UNE MANIERE INCONFORME AUX INSTRUCTIONS
D'UTILISATION DU MANUEL DU PROPRIETAIRE.
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FLOOR PROTECTOR:
PROTECTION DE PLANCHER

PAROI LATERALE A L'UNITE 305 mm (127)
MUR ARRIERE A LUNITE 610 mm (24")
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